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Explanation This is a utility operated under Mac OS used to set the parameter of Ethernet or wireless LAN of
Epson products.It is effective in that the network administrator to configure and change the
functions and settings of the receipt printer (wired LAN model or wireless LAN model) on the
network individually or in bulk.

[Change from Ver.4.9.6 to Ver.4.9.7]
[New support OS]
- Supports macOS Catalina (macOS 10.15)
[New support Model]
- TM-m30II, TM-m30II-H, TM-m30II-NT, TM-m30II-S, TM-m30II-SL, TM-T20III, TM-T20IIIL, TM-
T20X, TM-T81III, TM-T82III, TM-T82IIIL, TM-T82X, TM-T83III, and TM-T100

[Support Model]
UB-E01, UB-E02, UB-E02A, UB-E03, UB-E04, UB-R02, UB-R02A, UB-R03, UB-R03A, UB-R04,
TM-m10, Tm-m30, TM-m30II, TM-m30II-H, TM-m30II-NT, TM-m30II-S, TM-m30II-SL, TM-m30III,
TM-m30III-H, TM-T20, TM-T20II, TM-T20III, TM-T20IIIL, TM-T20X, TM-T70II, TM-T81III, TM-
T82, TM-T82II, TM-T82III, TM-T82IIIL, TM-T82X, TM-T83III, TM-T88V, TM-T88VI, TM-T88VI-
iHUB, TM-T100

[Support MAC OS]
- macOS Catalina (macOS 10.15) (Intel 64 bit)
- macOS Mojave (macOS 10.14) (Intel 64 bit)
- macOS High Sierra (macOS 10.13) (Intel 64 bit)
- macOS Sierra (macOS 10.12) (Intel 64 bit)
- Mac OS X 10.11 (Intel 64 bit)
- Mac OS X 10.10 (Intel 64 bit)
- Mac OS X 10.9 (Intel 64 bit)
- Mac OS X 10.8 (Intel 64 bit)
- Mac OS X 10.7 (Intel 64 bit)
- Mac OS X 10.6 (Intel 32/64 bit)

[I/F]
- Wired/Wireless LAN

EpsonNet Config (for MAC OS)


