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Explanation This is a document to develop the POS application using the Web Services for Point of Service
(WS-POS) that is standard by arts.

[Note]
The WS-POS Reference Implementation is separately required for building the WS-POS Service
Provider.
You need specifications and reference implementation of WS-POS 1.2(Web Services for Point of
Service 1.2) for development.
Please refer to the below URL.
http://www.nrf-arts.org/content/unifiedpos
For operation environment refer to the EPSON OPOS ADK for .NET.

[Support Model]
TM-H2000, TM-H5000II, TM-H5200, TM-H6000II, TM-H6000III, TM-H6000IV, TM-J7000, TM-
J7100, TM-J7500, TM-J7600, TM-L90, TM-m10, TM-m30, TM-P20, TM-P60 Peeler, TM-P60II,
TM-P60II Peeler, TM-P80, TM-T20, TM-T20II, TM-T70, TM-T70II, TM-T81, TM-T81II, TM-T82,
TM-T82II, TM-T88III, TM-T88IV, TM-T88V, TM-T88VI, TM-T88VI-iHUB, TM-T90, TM-U220, TM-
U230, TM-U675, TM-U950, DM-D110, DM-D210, DM-D30, DM-D500

[Support OS]
Windows XP Professional SP3 (32bit)
Windows Server 2008 SP2 (32bit/64bit)
Windows Server 2012 (64bit)
Windows 7 SP1 (32bit/64bit)
Windows 8 (32bit/64bit)
Windows 8.1 (32bit/64bit)
Windows 10 (32bit/64bit)
Windows Embedded POSReady 2009 (32bit)
Windows Embedded POSReady 7 (32bit/64bit)

[Environment of Service Provider]
EPSON OPOS ADK for .NET 1.12 or laterMicrosoft .NET Framework 3.0/3.5Microsoft Point Of
Service for .NET v1.12

EPSON WS-POS ADK

http://www.nrf-arts.org/content/unifiedpos

